
CELLULAR TRANSMITTER FOR  GAS TANK MONITORING   
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The battery operated cellular transmitter model LCBW can be directly connected to a  Differential 
pressure transducer with 4-20mA signal. It allows the user to watch the tank content in percentage 
or weight units directly from his  browser, get automatic alerts on required levels, keep the history 
and even generate Excel files. In addition it also provides Bluetooth communication 
allowing  watching the content directly on a smart phone with our free apps for android. 

The controller wakes up automatically in a desired rate (2-24 times a day—selected from the 
apps) and transmitted the tank’s content including the temperature directly to our dedicated cloud 
application or, it can be transmitted to any desired IP (MQTT protocol) for customers that want to 
use their own cloud application. 

No additional indoor gateway is required nor  external power supply. Batteries can last for up to 6 
years. One  transmitter can support up to 10 Tanks (option). 

Technical details: 

 Modem supports all  cellular  networks protocols 

with Built in  Antenna and standard SIM card 

 Built in BLE 4.0 

 Internal  accuracy: 0.05% 

 Operating temperature range: -30c — +50 c  

 Input: 4-20mA (option for 0-5v)  

 Battery: Lithium 3.6v will  last  minimum 5 years 

with 2 samples per day.  

 ABS Box size: 150X90X57mm  IP68  
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Stand alone and battery operated 

25 meter 


